
1 of 1

BMW Oils, Lubricants, Sealants & Thread Lockers

Oils Lube and Threadlockers.pdf
(9-02) ZU-X-S-51 (Technical Training)

Lubricants Old P/N Use this

Notes Part Number

Part NumberApplication

Oils/Fluids/Antifreeze

 
Optimoly 

Engine Oil

 

 

MP 3  
High performance 

10W40 (petroleum) Box of 12 one quart bottles
Box of 12 one quart bottles

lubricating paste

20W50 (petroleum) 

 
07 55 9 062 476 

 

BMW Lube  BMW 99 99 0 000 601

07 51 1 467 607
07 51 1 467 608
07 51 1 467 613
07 51 1 469 908

 

 

Optimoly 
TA        

 

         

         

 
High temperature 

10W50 (petroleum) Box of 12 one quart bottles

assemb

15W50 (Super Synthetic) Not for F 650, 1 quart bottle

ly paste 

 

 

 

18 21 9 062 599 

 

Never-seize  

 

Loctite 80078/(PX 133K) 

 

Silicone 

Gear Oil

grease 
300, heavy 

Damping grease
(ie, use for K 75
steering damper)

80W90 GL-5 (petroleum)
75W140 (Super Synthetic)

 

 

N/A 

 

N/A

1 quart bottle
1 quart bottle
1 quart bottle
1 quart bottle

 

 

BMW 07 58 9 058 193

07 51 1 467 611
07 51 1 469 906

 

 

Retinax A

Fork Oil

 

 

 Taper roller 

10W Grade

bearing grease

7.5W Grade

 

 

 
 

81 22 9 407 710  

 

BMW Grease BMW 99 99 0 000 600

31 42 9 062 158
07 53 1 467 609
81 22 0 142 156
81 22 0 142 155
81 14 1 467 704

 

 

Contact 

Brake Fluid

Antifreeze

spray 

 
 
 

Contact spray

DOT 4
DOT 4
Specially formulated for BMW

 

 

 

81 22 9 400 208 

 

 

Contact 

12 oz.
1 Gallon
1 Gallon

cleaner 

 
 
 

Loctite 80068/(PX 109D) 

 

 

Sealants    
3-Bond 
1209 

Surface sealant 07 58 9 062 376 Sealing 
compound 

Loctite 80036/(PX 66BR) 

Loctite 574 Surface sealant 81 22 9 407 301 Loctite 574  Loctite 51813 
Curil K Heat-conductive 

sealant 
81 22 9 400 243 Permatex 3D Loctite Permatex 3D 

2 Hylomar 
SO 32 M 

Permanently elastic 
sealant 

81 22 9 400 339 Hylomar  
SQ 32 M 

BMW 81 22 9 400 339 

Adhesives and retaining agents  
Loctite 648 Structural adhesive, 

ultra high speed 
07 58 9 067 732 Loctite 648 Loctite 21443 

Loctite 638 Joint connector 07 58 9 056 030 Loctite 638 
(green) 

Loctite 64000 

Loctite 243 Thread retainer, 
medium strength 

07 58 9 056 031 Loctite 243 
(blue) 

Loctite 24200 or 24300 

Loctite 270 Thread retainer, 
strong 

81 22 9 400 086 Loctite 270 Loctite 21438 

Loctite 
2701 

Thread retainer 33 17 2 331 095 Loctite 270 Loctite 21438 

Loctite 454

Loctite 480

 Cyanacrylate 

Prism Cyanacrylate 
adhesive

adhesive 

07 58 9 062 157 Loctite 454

Loctite 480

 Loctite

Loctite

 69400

48040

 

3 Bond 
1110 B  

Joint adhesive 07 58 9 056 998 Adhesive 
1110B  

Loctite 49450 

Cleaner  
Brake 
Cleaner 

Brake Cleaning 81 22 9 407 704 Brake Cleaner Loctite 82585 

Testing Agent  
Penetrant 
MR 68 

Crack testing agen 
for aluminum 
housings 

81 22 9 407 494 Penetrator  Loctite 80052/80068 

 1-800-LOCTITE (562-8483), in Canada = 1-800-263-5043  or  www.loctite.com 
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